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For each . . . You must . . . Using . . . According to the following re-
quirements . . . 

6. Kiln equipped with a WS 
that includes chemical addi-
tion to the water.

Establish the operating limit 
for the average scrubber 
chemical feed rate.

Data from the chemical feed 
rate measurement device 
during the performance test.

You must continuously meas-
ure the scrubber chemical 
feed rate, determine and 
record the block average 
chemical feed rate values 
for the three test runs, and 
determine and record the 3- 
hour block average of the 
recorded chemical feed rate 
measurements for the three 
test runs. 

TABLE 4 TO SUBPART JJJJJ OF PART 63—INITIAL COMPLIANCE WITH EMISSION 
LIMITATIONS 

As stated in § 63.8455, you must demonstrate initial compliance with each emission limita-
tion that applies to you according to the following table: 

For each . . . For the following emission limitation . . . You have demonstrated initial compli-
ance if . . . 

1. Existing large tunnel kiln (design ca-
pacity ≥10 tph of fired product), exclud-
ing any process stream that is ducted 
to a sawdust dryer prior to July 22, 
2002; or including any process stream 
that exhausts directly to the atmos-
phere or to an APCD and any process 
stream that is first ducted to a sawdust 
dryer on or after July 22, 2002; each 
new or reconstructed small tunnel kiln 
(design capacity <10 tph of fired prod-
uct), including all process streams; 
each tunnel kiln that would be consid-
ered reconstructed but for 
§ 63.8390(i)(1), including all process 
streams; and each large tunnel kiln 
previously equipped with a DLA that 
would be considered reconstructed but 
for § 63.8390(i)(2), including all process 
streams.

a. HF emissions must not exceed 0.029 
kg/Mg (0.057 lb/ton) of fired product; 
or uncontrolled HF emissions must be 
reduced by at least 90 percent; and 

i. The HF emissions measured using 
Method 26A of 40 CFR part 60, ap-
pendix A or Method 320 of 40 CFR 
part 63, appendix A over the period of 
the initial performance test, according 
to the calculations in § 63.8445(g)(1), 
do not exceed 0.029 kg/Mg (0.057 lb/ 
ton); or uncontrolled HF emissions 
measured using Method 26A of 40 
CFR part 60, appendix A or Method 
320 of 40 CFR part 63, appendix A 
over the period of the initial perform-
ance test are reduced by at least 90 
percent, according to the calculations 
in § 63.8445(g)(2); and 

ii. You establish and have a record of the 
operating limits listed in Table 2 to this 
subpart over the 3-hour performance 
test during which HF emissions did not 
exceed 0.029 kg/Mg (0.057 lb/ton) or 
uncontrolled HF emissions were re-
duced by at least 90 percent. 

b. HCl emissions must not exceed 0.13 
kg/Mg (0.26 lb/ton) of fired product; or 
uncontrolled HCl emissions must be 
reduced by at least 30 percent; and 

i. The HCl emissions measured using 
Method 26A of 40 CFR part 60, ap-
pendix A or Method 320 of 40 CFR 
part 63, appendix A over the period of 
the initial performance test, according 
to the calculations in § 63.8445(g)(1), 
do not exceed 0.13 kg/Mg (0.26 lb/ 
ton); or uncontrolled HCl emissions 
measured using Method 26A of 40 
CFR part 60, appendix A or Method 
320 of 40 CFR part 63, appendix A 
over the period of the initial perform-
ance test are reduced by at least 30 
percent, according to the calculations 
in § 63.8445(g)(2); and 

ii. You establish and have a record of the 
operating limits listed in Table 2 to this 
subpart over the 3-hour performance 
test during which HCl emissions did 
not exceed 0.13 kg/Mg (0.26 lb/ton) or 
uncontrolled HCl emissions were re-
duced by at least 30 percent. 

c. PM emissions must not exceed 0.21 
kg/Mg (0.42 lb/ton) of fired product. 

i. The PM emissions measured using 
Method 5 of 40 CFR part 60, appendix 
A, over the period of the initial per-
formance test, according to the cal-
culations in § 63.8445(g)(1), do not ex-
ceed 0.21 kg/Mg (0.42 lb/ton); and 
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For each . . . For the following emission limitation . . . You have demonstrated initial compli-
ance if . . . 

ii. You establish and have a record of the 
operating limits listed in Table 2 to this 
subpart over the 3-hour performance 
test during which PM emissions did 
not exceed 0.21 kg/Mg (0.42 lb/ton). 

2. New or reconstructed large tunnel kiln, 
including all process streams.

a. HF emissions must not exceed 0.029 
kg/Mg (0.057 lb/ton) of fired product; 
or uncontrolled HF emissions must be 
reduced by at least 90 percent; and 

i. The HF emissions measured using 
Method 26A of 40 CFR part 60, ap-
pendix A or Method 320 of 40 CFR 
part 63, appendix A over the period of 
the initial performance test, according 
to the calculations in § 63.8445(g)(1), 
do not exceed 0.029 kg/Mg (0.057 lb/ 
ton); or uncontrolled HF emissions 
measured using Method 26A of 40 
CFR part 60, appendix A or Method 
320 of 40 CFR part 63, appendix A 
over the period of the initial perform-
ance test are reduced by at least 90 
percent, according to the calculations 
in § 63.8445(g)(2); and 

ii. You establish and have a record of the 
operating limits listed in Table 2 to this 
subpart over the 3-hour performance 
test during which HF emissions did not 
exceed 0.029 kg/Mg (0.057 lb/ton) or 
uncontrolled HF emissions were re-
duced by at least 90 percent. 

b. HCl emissions must not exceed 0.028 
kg/Mg (0.056 lb/ton) of fired product; 
or uncontrolled HCl emissions must be 
reduced by at least 85 percent; and 

i. The HCl emissions measured using 
Method 26A of 40 CFR part 60, ap-
pendix A or Method 320 of 40 CFR 
part 63, appendix A over the period of 
the initial performance test, according 
to the calculations in § 63.8445(g)(1), 
do not exceed 0.028 kg/Mg (0.056 lb/ 
ton); or uncontrolled HCl emissions 
measured using Method 26A of 40 
CFR part 60, appendix A or Method 
320 of 40 CFR part 63, appendix A 
over the period of the initial perform-
ance test are reduced by at least 85 
percent, according to the calculations 
in § 63.8445(g)(2); and 

ii. You establish and have a record of the 
operating limits listed in Table 2 to this 
subpart over the 3-hour performance 
test during which HCl emissions did 
not exceed 0.028 kg/Mg (0.056 lb/ton) 
or uncontrolled HCl emissions were re-
duced by at least 85 percent. 

c. PM emissions must not exceed 0.060 
kg/Mg (0.12 lb/ton) of fired product.

i. The PM emissions measured using 
Method 5 of 40 CFR part 60, appendix 
A, over the period of the initial per-
formance test, according to the cal-
culations in § 63.8445(g)(1), do not ex-
ceed 0.060 kg/Mg (0.12 lb/ton); and 

ii. You establish and have a record of the 
operating limits listed in Table 2 to this 
subpart over the 3-hour performance 
test during which PM emissions did 
not exceed 0.060 kg/Mg (0.12 lb/ton). 
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